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MAX. SIMUL. 
DISPENSE 

POINTS

MAX.
LINE LENGTH MAX. - FREE FLOW AIR INLET FLUID OUTLET RECOMMENDED

FLUID TYPES

LYNX 55:1
1 50’ (50 m) 1.2 lb/min (0,5 kg/min) 1/4” NPT 1/4” NPT Up to NLGI#2 grease

PANTHER® 50:1

1-2* 100’ (30 m)* 3.4 lb/min
(1.54 kg/min)* 1/4” NPT 1/4” NPT Up to NLGI#2 grease

LION™ 450 - 25:1

1 250’ (75 m) 35 lb/min (16 kg/min)* 1/2” NPT 1/2” NPT Up to NLGI#2 grease
High viscosity oil

LION™ 450 40:1
4 400’ (120 m) 24 lb/min (11 kg/min)* 1/2” NPT 1/2” NPT Up to NLGI#2 grease**

LION™ 450 70:1
4 600’ (180 m) 16 lb/min (7.25 kg/min)* 1/2” NPT 1/2” NPT Up to NLGI#2 grease**

LION™ 600 12:1
1 30’ (10 m) 88 lb/min (40 kg/min)* 1/2” NPT 1” NPT Up to NLGI#2 grease

LION™ 600 80:1
4 800’ (240m) 18 lb/min (8 kg/min)* 1/2” NPT 1/2” NPT Up to NLGI#2 grease**

* Pump performance is predicated on viscosity (temperature), pumping distance, pipe diameter and dispense volume requirements.
Contact Balcrank for system design assistance and technical data.

Always ensure hoses, fittings, and piping are rated for fluid outlet pressures.  Balcrank recommends a minmum of three times the safety factor.  

** Grease viscosity above NLGI 2 requires additional accessories. Contact Balcrank for product recommendations. 

Grease Piston Pumps Product Selection Matrix
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Designed for 25-35, 120 and 400 lb. drums, 
portable use, and single point dispense. Ideal for 
the low volume user for grease fittings on smaller 
vehicles. LYNX grease pumps are double acting 
positive displacement capable of delivering up to 
1.2 lbs. per minute.
Fluids
• Grease up to NLGI-2
Applications
• Roll-around unit for small vehicle grease points
• Agriculture/farm implements
• Small auto/truck shops
• Tire & transmission shops
• In-plant low volume use

Grease Piston Pumps
LYNX 55:1 Pumps

MODELS 
AVAILABLE DESCRIPTION

1150-022 55:1 LYNX Grease 25-35 lbs

1150-023 55:1 LYNX Grease 120 lbs

1150-024 55:1 LYNX Grease 400 lbs

TECHNICAL DATA
Pump ratio 55:1

Operating air pressure range 20-140 psi (1.5-10 bar)

Pump delivery, 100 psi (7 bar) air pressure and free flow 1.2 lb/min (0,5 kg/min)

Air consumption 
90 psi (6 bar) & 110 cycles per minute 5.8 SCFM

Max fluid stall pressure 
@140 psi (10 bar) air 7,700 psi (550 bar)

Cycles per lb @ 
100 psi (7 bar) free flow 318

Air inlet 1/4” NPT(F)

Fluid outlet: 1/4” NPT(F)

E� ective Air Piston Diameter: 2.75” (70 mm)

Wetted materials Steel, Zinc, Aluminum, Buna-N™, PTFE (Teflon®)

Service Bulletin SB1116

Warning! Do not use any LYNX series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

DIMENSIONS INCHES (MM)

1150-022

A B C D E

 24”
(610 mm)

8” 
(200 mm)

1” 
(26 mm)

16” 
(410 mm)

1 1/2” (38 
mm)

1150-023

36 1/2” 
(925 mm)

8” 
(200 mm)

1” 
(26 mm)

28 1/2” 
(725 mm)

1 1/2” (38 
mm)

1150-024

44” 
(1,120 mm)

 8” 
(200 mm)

1” 
(26 mm)

36” 
(920 mm

1 1/2” (38 
mm)

A

B

C

D

Fluids 
& Applications



3 www.balcrank.com - www.shopbalcrank.com Product specifications are subject to change without prior noticewww.balcrank.com - www.shopbalcrank.com Product specifications are subject to change without prior notice 31

Grease Piston Pumps
LYNX 55:1 Pump Packages

STATIONARY
(Drum and pail not included)

1151-034
LYNX 55:1 GREASE 25-35 LB 

STATIONARY

1151-035
LYNX 55:1 GREASE 120 LB 

PORTABLE

1151-036
LYNX 55:1 GREASE 400 LB

PORTABLE
Bare Pump 1150-022 1150-023 1150-024

Bung Adapter 4411-023 4411-023 4411-023

Fluid Hose 10’ x 3/8” 8331-010 8331-010 8331-010

F/R Auto Drain 1/4” NPT(F) 3260-033 3260-033 3260-033

Comfort Grip Grease Handle    3310-030    3310-030 3310-030

Drum Cover 4420-010 (1) 4420-011 4420-015

Follower Plate 4440-013 4440-014 4440-018

Dolly Optional 4320-012 4320-013

(1) includes carrying handle

Dollies

4310-005 Dolly Base, 5 gal/25 - 35 lb

4310-001 Band Dolly, 16 gal/120 lb

4310-003 Dolly, 16 gal/120 lb wide track

4310-004 Band Dolly, 55 gal/400 lb HD

Carts

4320-011 Drum cart: 35 lb grease, 2 wheels

4320-012 Drum cart: 120 lb/16 gal grease, 2 rear 
wheels. Front stabilizing rubber pads. 

4320-013 Drum cart: 400 lb/55 gal, 3 wheels

Grease handle 
accessories

8390-002, 18” Whip Hose HP Flexible Extension
8390-003, 36” Whip Hose HP Flexible Extension
8390-004, 42” Whip hose HP flexible extension.
Max. pressure 5,000 psi (345 bar). Hose end 1/8” 
NPT(M) on both ends. 

5310-018 Z-Swivel 1/4” NPT(F) x 1/4” NPT(M)

3310-030 Comfort Grip Grease Handle

3310-031 Comfort Grip Grease Handle with 18” 
Whip Hose and Z-swivel

3310-032 Comfort Grip Grease Handle with 36” 
Whip Hose and Z-swivel

5310-024 Grease coupler 4-Jaws

4420-012 Holster, for grease gun - mounts on pail 
cover 4420-010

Drum Covers

4420-010, 25-35 lb Pail LYNX 55:1

4420-011, 120 lb LYNX 55:1

4420-015, 400 lb for LYNX 55:1

Follower plates

4440-013, 25-35 lb pail for LYNX 55:1

4440-014, 120 lb for LYNX 55:1

4440-018, 400 lb for LYNX 55:1

4310-001

4310-003

4310-011

4310-011

4310-012

4310-013
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Designed for lower volume users up to 2 
dispense points. Designed for 25-35, 120 and 
400 lb. drums. Ideal for lower volume grease 
fittings on trucks and farm implements. Panther® 
pump is a double acting positive displacement 
capable of delivering up to 3.4 lbs. per minute.
Fluids
• Grease up to NLGI-2
Applications
• Roll-around unit for small vehicle grease points
• Agriculture/farm implements
• Small auto/truck shops
• Tire & transmission shops
• In-plant low volume use

Grease Piston Pumps
Panther® HP 50:1 Pumps

MODELS 
AVAILABLE DESCRIPTION

1150-009 50:1 Panther® HP bare 
25-35 lbs

1150-010 50:1 Panther® HP bare 120 lbs

1150-011 50:1 Panther® HP bare 400 lbs

TECHNICAL DATA
Pump ratio 50:1

Operating air pressure range 40-150 psi (2.8-10 bar)

Pump delivery with NLGI#2, 75º F (23.8º C), 100 psi (7 bar) 
air pressure and free flow 3.4 lb/min (1.54 kg/min)

Air consumption 
100 psi (7 bar) & 1.5 lb/min (.68 kg/min) 14.5 SCFM

Max fluid stall pressure 
@150 psi (10 bar) air 7,500 psi (517 bar)

Cycles per lb @ 100 psi (7 bar) free flow 70

Air inlet 1/4” NPT(F)

Fluid outlet: 1/4” NPT(F)

E� ective Air Piston Diameter: 2 1/2” (63.5 mm)

Wetted materials Stainless Steel, Carbon Steel, Brass, Aluminum, Delrin®,
Ultrathane®, and Buna-N™

Service Bulletin SB1063

NOTE: Pumping distance and pipe diameter will e� ect dispensing performance. 
Warning! Do not use any LYNX series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

DIMENSIONS INCHES (MM)

1150-009

A B C D

36 3/4”
(933 mm)

18 3/4"
(476 mm)

1 1/4” 
(31.75 mm)

 18” 
(46 mm)

1150-010

46 3/4” 
(1187 mm)

18 3/4”
(476 mm)

1 1/4” 
(31.75 mm)

28” 
(71 mm)

1150-011

52 3/4” 
(1340 mm)

18 3/4”
(476 mm)

1 1/4” 
(31.75 mm)

34” 
(86 mm)

A
B

D
C
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Grease Piston Pumps
Panther® HP 50:1 Pump Packages

PORTABLE / STATIONARY
(Drum and pail not included)

1151-003
25-35 LB PORTABLE

1151-005 
120 LB PORTABLE (DOLLY)

1151-006*
400 LB STATIONARY

Bare Pump     1150-009   1150-010 1150-011

Air Hose 5’ x 3/8” 8132-005 8132-005 8132-005

Fluid Hose 10’ x 3/8” 8331-010 8331-010 8331-010

Comfort Grip Grease Handle w/Swivel    3310-030    3310-030 -

Drum Cover 4420-008 4420-009 4420-004

Follower Plate 4440-007 4440-008 4440-009

Dolly Base, 120 lb / 16 gal -        4310-001 -

* Note:  Pump packages include all hoses and adapters required for connecting a grease pump to the air supply and dispense line. 

Dollies

4310-005 Dolly Base, 5 gal/25 - 35 lb

4310-001 Band Dolly, 16 gal/120 lb

4310-003 Dolly, 16 gal/120 lb wide track

4310-004 Band Dolly, 55 gal/400 lb HD

Carts

4320-011 Drum cart: 35 lb grease, 2 wheels

4320-012 Drum cart: 120 lb/16 gal grease, 2 rear 
wheels. Front stabilizing rubber pads. 

4320-013 Drum cart: 400 lb/55 gal, 3 wheels

Grease handle 
accessories

8390-002, 18” Whip Hose HP Flexible Extension
8390-003, 36” Whip Hose HP Flexible Extension
8390-004, 42” Whip hose HP flexible extension.
Max. pressure 5,000 psi (345 bar). Hose end 1/8” 
NPT(M) on both ends. Compatible fluid NLGI #2 
Grease

5310-018 Z-Swivel 1/4” NPT(F) x 1/4” NPT(M)

3310-030 Comfort Grip Grease Handle

3310-031 Comfort Grip Grease Handle with 18” 
Whip Hose and Z-swivel

3310-032 Comfort Grip Grease Handle with 36” 
Whip Hose and Z-swivel

5310-024 Grease coupler 4-Jaws

4420-012 Holster, for grease gun

Drum Covers

4420-008, 25-35 lb Pail Panther® HP 50:1

4420-009, 120 lb Panther® HP 50:1

4420-004, 400 lb for Panther® 50:1

Follower plates

4440-007,  25-35 lb pail for Panther® HP 50:1

4440-008, 120 lb for Panther® HP 50:1

4440-009, 400 lb for Panther® HP 50:1

4310-001

4310-003

4310-011

4310-012

4310-013
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1

Grease Piston Pumps
Lion™ 450 - 25:1 Pump

MODELS 
AVAILABLE DESCRIPTION

1450-001 Lion™ 450 25:1 grease 400 lb 
drum pump

TECHNICAL DATA
Continuous duty flow rate 13 lb/min (6 kg/min)

Maximum free flow 35 lb/min (16 kg/min)

Cycles per lb 6

Operating air pressure 30 - 200 psi (1.38 - 14 bar)

Maximum outlet pressure 5,000 psi (350 bar)

Air motor e� ective dia. 4.5” (115 mm)

Air motor stroke 4” (100 mm)

Air consumption (1)       47 cfm (1.340 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1/2” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, and Buna-N™

Noise level (2) 80 dB

Service bulletin SB1139

1) Maximum air consumption with 5 bar air inlet pressure and 80 cpm.
(2) Maximum noise level measured at 1 m from the pump, 7 bar air pressure and free delivery.

Warning! Do not use any Lion™ series products with flammable fluids.
Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

Lion™ 450 - 25:1. This medium pressure 
double ball pump can be used for both 
grease and oil in high volume medium 
pressure bulk transfer applications. The 
construction of the pump allows for dual use 
for grease systems that don’t require high 
pressure or a high volume medium pressure 
oil system. 
Fluids
• Grease up to NLGI-2
• High viscosity oil
Applications
• Lube trucks bulk transfer
• Mining and construction; grease and oil 

transfer
• In-plant supply/maintenance

DIMENSIONS INCHES (MM)

A B C D

53 1/4” (1,357 
m)

19 3/4”
 (502 mm)

2” 
(50 mm)

33 1/2” 
(855 mm)

D
B

A

C
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Grease Piston Pumps
Lion™ 450 - 40:1 Pumps

MODELS 
AVAILABLE DESCRIPTION

1450-003 Lion™ 450 40:1 grease 120 lb 
drum pump

1450-002 Lion™ 450 40:1 grease 400 lb 
drum pump

1450-004 Lion™ 450 40:1 grease bulk 
tote pump

TECHNICAL DATA
Continuous duty flow rate 8 lb/min (3.5 kg/min)

Maximum free flow 24 lb/min (11 kg/min)

Cycles per lb 10

Operating air pressure 30 - 200 psi (1.38- 14 bar)

Maximum outlet pressure 8,000 psi (560 bar)

Air motor e� ective dia. 4.5” (115 mm)

Air motor stroke 4” (100 mm)

Air consumption (1) 26.5 cfm (750 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1/2” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, Buna-N™ and PTFE

Noise level (2) 80 dB

Service Bulletin SB 1131

(1) Air consumption at 5 bar air pressure, NLGI-0 grease at 20º C and 80 cpm.
(2) Noise level measured at 1 m from the pump, 7 bar air pressure and free delivery.

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

Designed for medium volume applications 
that require higher flow and pressure 
delivery. This pump can be used with a 
follower plate system, combined with a 
gravity inductor system, or a double post 
RAM for simultaneous dispense, and higher 
flow applications.
Fluids
• Grease up to NLGI-2
Applications
• HD truck grease dispensing needing 

simultaneous dispense points
• Truck fleets fifth wheel applications
• Lube trucks
• Railroad/mass transit
• In-plant
• Marine

D

A

B

C

E

DIMENSIONS INCHES (MM)

1450-002

A B C D E
53 1/4” 

(1,357 mm)
19 3/4”

(502 mm)
2” 

(50 mm)
33 1/2” 

(855 mm) N/A

1450-003
45 1/4” 

(1,152 mm)
19 3/4” 

(502 mm)
2” 

(50 mm)
25 1/2” 

(650 mm) N/A

1450-004
 39” 

(992 mm)
19 3/4” 

(502 mm)
2” 

(50 mm)
19 1/4” 

(490 mm)
16 1/4” 

(410 mm)
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Designed for very cold environments and/
or applications where only medium pressure 
air is available to power the pump which 
could limit the performance and application 
of greasing. This pump can be used with 
a follower plate system, combined with a 
gravity inductor system, or a double post 
RAM for simultaneous dispense or higher 
flow applications.
Fluids
• Grease up to NLGI-2
Applications
• Lube trucks
• Railroad/mass transit
• In-plant
• Marine
• Oil fields/fracking

Grease Piston Pumps
Lion™ 450 - 70:1 Pumps

MODELS 
AVAILABLE DESCRIPTION

1450-006 Lion™ 450 70:1 grease 120 lb 
drum pump

1450-005 Lion™ 450 70:1 grease 400 lb 
drum pump

1450-007 Lion™ 450 70:1 grease bulk 
tote pump

TECHNICAL DATA
Continuous duty flow rate 5 lb/min (2 kg/min)

Maximum free flow 16 lb/min (7.25 kg/min)

Cycles per lb 17

Operating air pressure * 30 - 100 psi (1.38 - 7 bar)

Maximum outlet pressure 7,000 psi (490 bar)

Air motor e� ective dia. 4.5” (115 mm)

Air motor stroke 4” (100 mm)

Air consumption (1) 32.6 cfm (925 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1/2” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, Buna-N™ and PTFE

Noise level (2) 80 dB

Service Bulletin SB 1140

(1) Air consumption at 5 bar air pressure, NLGI-0 grease at 20º C and 80 cpm.
(2) Noise level measured at 1 m from the pump, 7 bar air pressure and free delivery.
* Pump air limited to 100 psi (7 bar) due to connecting hose pressure limits.
Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.
Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

D

A

B

C

E

DIMENSIONS INCHES (MM)

1450-005

A B C D E

53 1/4” 
(1,357 mm)

19 3/4”
(502 mm)

2” 
(50 mm)

33 1/2” 
(855 mm) n/a

1450-006

45 1/4” 
(1,152 mm)

19 3/4” 
(502 mm)

2” 
(50 mm)

25 1/2” 
(650 mm) n/a

1450-007

 39” 
(992 mm)

19 3/4” 
(502 mm)

2” 
(50 mm)

19 1/4” 
(490 mm)

16 1/4” 
(410 mm)
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Grease Piston Pumps
Lion™ 600 - 12:1 Pump

MODELS 
AVAILABLE DESCRIPTION

1450-010 Lion™ 600 12:1 grease bulk 
tote pump

TECHNICAL DATA
Continuous duty flow rate 33 lb/min (15 kg/min)

Maximum free flow 88 lb/min (40 kg/min)

Cycles per lb 2

Operating air pressure 30 - 100 psi (1.38 - 7 bar)

Maximum outlet pressure 1,200 psi (84 bar)

Air motor e� ective dia. 6” (150 mm)

Air motor stroke 4” (100 mm)

Air consumption (1) 39 cfm (1.100 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, Buna-N™, PTFE and 
Polyurethane

Noise level (2) 80 dB

Service bulletin SB 1142

(1) Air consumption at 5 bar air pressure, NLGI-0 grease at 20º C and 80 cpm.
(2) Noise level measured at 1 m from the pump, 7 bar air pressure and free delivery.

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.
Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

Medium pressure grease pump for very high 
volume applications. Bulk transfer of grease 
from large containers to drums or pails, lube 
trucks or other transfer applications at high 
delivery rates. Pump comes with a 3” cam-
lock for easy installation into grease totes.
Fluids
• Grease up to NLGI-2
Applications
• Mining and construction
• Railroad/mass transit
• In-plant grease transfer

A

B
D

E

C

DIMENSIONS INCHES (MM)

A B C D E

29” 
(742 mm)

20” 
(516 mm)

2 3/4” 
(70 mm)

9” 
(226 mm)

5 3/4”
(146 mm)
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Designed for very cold environments and/
or applications where only medium pressure 
air is available to power the pump which 
could limit the performance and application 
of greasing. This pump can be used with 
a follower plate system, combined with a 
gravity inductor system, or a double post 
RAM for simultaneous dispense, or higher 
flow applications. Similar to the Lion™  450 
70:1 pump but operates at lower cycle rates 
for severe environments
Fluids
• Grease up to NLGI-2
Applications
• Lube trucks
• Railroad/mass transit
• In-plant
• Marine
• Oil fields/fracking

Grease Piston Pumps
Lion™ 600 - 80:1 Pumps

MODELS 
AVAILABLE DESCRIPTION

1450-009 Lion™ 600 80:1 grease 120 lb 
drum pump

1450-008 Lion™ 600 80:1 grease 400 lb 
drum pump

TECHNICAL DATA
Continuous duty flow rate 6 lb/min (2.5 kg/min)

Maximum free flow 18 lb/min (8 kg/min)

Cycles per lb 11

Operating air pressure * 30 - 100 psi (1.38 - 7 bar)

Maximum outlet pressure 8,000 psi (560 bar)

Air motor e� ective dia. 6” (150 mm)

Air motor stroke 4” (100 mm)

Air consumption (1) 39 cfm (1.100 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1/2” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, Buna-N™ and PTFE

Noise level (2) 80 dB

Service Bulletin SB 1141

(1) Air consumption at 5 bar air pressure, NLGI-0 grease at 20º C and 80 cpm.
(2) Noise level measured at 1 m from the pump, 7 bar air pressure and free delivery
* Pump air limited to 100 psi (7 bar) due to connecting hose pressure limits.

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.
Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

A
B

D

c

DIMENSIONS INCHES (MM)

1450-008

A B C D

53 1/2” 
(1,371 mm)

20” 
(516 mm)

2” 
(50 mm)

33 1/2” 
(855 mm)

1450-009

45 1/2” 
(1,166 mm)

20”
 (516 mm)

2” 
(50 mm)

25 1/2” 
(650 mm)
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Grease Piston Pumps
Lion™ 600 - 12:1 Pump

MODELS 
AVAILABLE DESCRIPTION

1450-010 Lion™ 600 12:1 grease bulk 
tote pump

TECHNICAL DATA
Continuous duty flow rate 33 lb/min (15 kg/min)

Maximum free flow 88 lb/min (40 kg/min)

Cycles per lb 2

Operating air pressure 30 - 100 psi (1.38 - 7 bar)

Maximum outlet pressure 1,200 psi (84 bar)

Air motor e� ective dia. 6” (150 mm)

Air motor stroke 4” (100 mm)

Air consumption (1) 39 cfm (1.100 Nl/min)

Air inlet 1/2” NPT(F)

Fluid outlet 1” NPT(F)

Wetted materials Cast Iron, Steel, Hard chromed steel, UHMWPE, Buna-N™, PTFE and 
Polyurethane

Noise level (2) 80 dB

Service bulletin SB 1142

(1) Air consumption at 5 bar air pressure, NLGI-0 grease at 20º C and 80 cpm.
(2) Noise level measured at 1 m from the pump, 7 bar air pressure and free delivery.

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.
Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Fluids 
& Applications

Medium pressure grease pump for very high 
volume applications. Bulk transfer of grease 
from large containers to drums or pails, lube 
trucks or other transfer applications at high 
delivery rates. Pump comes with a 3” cam-
lock for easy installation into grease totes.
Fluids
• Grease up to NLGI-2
Applications
• Mining and construction
• Railroad/mass transit
• In-plant grease transfer

A

B
D

E

C

DIMENSIONS INCHES (MM)

A B C D E

29” 
(742 mm)

20” 
(516 mm)

2 3/4” 
(70 mm)

9” 
(226 mm)

5 3/4”
(146 mm)
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TECHNICAL DATA
Diameter of the pneumatic cylinder 3” (75 mm)

Stroke of the pneumatic cylinder 36.6” (930 mm)

Minimum height of equipment 58” (1,470 mm)

Maximum height of equipment 94.5” (2,400 mm)

Air inlet - Quick coupling 3/8” M

Maximum air pressure 116 psi (8 bar)

Service Bulletin SB 4228

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Lion™ 450 and Lion™ 600 grease pumps 
are used with 400 lb drums in applications 
where higher volumes of grease are 
required. The air operated pump hoist 
lifts and lowers the pump, making drum 
changes easier, faster and safer. The pumps 
lower end is rigidly fixed to a follower plate 
with a single rubber lip. The weight of the 
pump, pump bracket and follower plate plus 
atmospheric pressure push the assembly 
against the grease eliminating channeling 
and air pockets, keeping grease free from 
contaminants, minimizing waste and aiding 
pump priming.
Fluids
• NLGI #2 Grease
Applications
• High volume grease applications such as 

fifth wheel
• Medium / large volume vehicle 

maintenance shops
• Grease transfer
• In-plant grease supply

Grease Piston Pumps
Lion™ Inductor

MODELS 
AVAILABLE DESCRIPTION

1451-004

Package, Lion™ 450, 40:1 
Inductor Includes:
    1450-002 Lion™ 450, 40:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

1451-005

Package, Lion™ 450, 70:1 
Inductor Includes: 
    1450-005 Lion™ 450, 70:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

1451-006

Package, Lion™ 600, 80:1 
Inductor Includes:
    1450-008 Lion™ 600, 80:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

4450-005 Base for Grease hoist & 
inductor

Fluids 
& Applications

DIMENSIONS INCHES (MM)

A
B

LOWERED/ 
RAISED

C D E

24”
(588 mm)

58”
(1,470 mm)

94.5” 
(2,400 mm)

35 3/4”
(910.5 mm)

24 1/3” 
(617 mm)

15”
(381 mm)

C

D
 E

A

B
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Lion™ 450 and Lion™ 600 grease pumps are 
used with 400 Lb. drums in applications 
where high volumes of grease are required, 
environmental temperatures are low or 
higher viscosity greases are used. The air 
operated double post RAM inductor features 
controlled RAM pressure to assist in pump 
priming. When the double lip inductor 
plate is rigidly attached to the lower end 
of pump tube, the weight of the pump and 
lift pneumatic pressure of the RAM plus 
atmospheric pressure on the material forces 
and improves pump priming. The inductor 
plate also serves as protection against 
contaminants and eliminates material waste. 
For use with 400 lb. (185 kg) drums.
Fluids
• NLGI #2 Grease
• NLGI #3 Grease
Applications

• High volume grease applications such as 
fifth wheel with multiple dispense points

• High volume large vehicle maintenance 
shops

• Industrial grease transfer to machines
• Mining
• Bulk transfer
• Grease transfer

Unit also includes guide rods, drum retaining 
mechanism and a control box with the 
following features:
• On-off  control of the pump
• Up-down control of the RAM (drum 

exchange)
• Two independent air pressure regulators, 

one for the pump and for the power RAM 
cylinders

• Pump independent air pressure gauge
• Empty drum shut-off  safety feature
• Automatic vacuum release

Grease Piston Pumps 
Lion™ Inductor, Double Post RAM

Fluids 
& Applications

DIMENSIONS INCHES (MM)

A
LOWERED/ RAISED

B C D E F G H

52” (1,320 mm)
88” (2,230 mm)

45 1/2” 
(1,156 mm)

32 2/3” 
(830 mm)

24 1/2”
(74 mm)

38 3/4” 
(554 mm)

32 2/3” 
(830 mm) 

30 1/3” 
(771 mm)

28 1/3” 
(720 mm) 

I
LOWERED/ RAISED

J K L M

23 2/3” 
(600 mm) 

21 3/4” 
(554 mm) 

18” 
(455 mm)

14” 
(355 mm)

4” 
(104 mm) 

MODELS 
AVAILABLE DESCRIPTION

4450-004 Inductor, double post air operated.

1451-001

Package, Lion™ 450, 40:1 pump.
Double Post Inductor.
Includes:
    1450-003 Lion™ 450, 40:1 pump
    4450-004 Double Post Inductor
    833650 Kit, Collar/Follower-Plate

1451-002

Package, Lion™ 450, 70:1 pump. 
Double Post Inductor.
Includes:
    1450-006 Lion™ 450, 70:1 pump
    4450-004 Double Post Inductor
    833650 Kit, Collar/Follower-Plate

1451-003

Package, Lion™ 600, 80:1 pump. 
Double Post Inductor.
Includes:
    1450-009 Lion™ 600, 80:1 pump
    4450-004 Double Post Inductor
    833650 Kit, Collar/Follower-Plate

1451-007

Package, Lion™ 600, 12:1 pump. 
Double Post Inductor.
Includes:
  1450-010 Lion™ 600, 12:1 pump
  4450-004 Double Post Inductor
   833650 Kit, Collar/Follower-Plate

SERVICE
BULLETIN

SB 4229

When purchasing the double post inductor without
a pump, contact Balcrank technical support for pump require-
ments.

Warning! Do not use any Lion™  450/600 series products with 
flammable fluids.

Verify fluid compatibility with MSDS sheets.
Contact Balcrank for pumping grease higher than NLGI-2 and 
specific system design performance technical data.. 

1451-001

A B

C

D

E F G

H
I
J

KLM
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TECHNICAL DATA
Diameter of the pneumatic cylinder 3” (75 mm)

Stroke of the pneumatic cylinder 36.6” (930 mm)

Minimum height of equipment 58” (1,470 mm)

Maximum height of equipment 94.5” (2,400 mm)

Air inlet - Quick coupling 3/8” M

Maximum air pressure 116 psi (8 bar)

Service Bulletin SB 4228

Warning! Do not use any Lion™  450/600 series products with flammable fluids.

Verify fluid compatibility with MSDS sheets.

Contact Balcrank for pumping grease higher than NLGI-2 and specific system design performance technical data.

Lion™ 450 and Lion™ 600 grease pumps 
are used with 400 lb drums in applications 
where higher volumes of grease are 
required. The air operated pump hoist 
lifts and lowers the pump, making drum 
changes easier, faster and safer. The pumps 
lower end is rigidly fixed to a follower plate 
with a single rubber lip. The weight of the 
pump, pump bracket and follower plate plus 
atmospheric pressure push the assembly 
against the grease eliminating channeling 
and air pockets, keeping grease free from 
contaminants, minimizing waste and aiding 
pump priming.
Fluids
• NLGI #2 Grease
Applications
• High volume grease applications such as 

fifth wheel
• Medium / large volume vehicle 

maintenance shops
• Grease transfer
• In-plant grease supply

Grease Piston Pumps
Lion™ Inductor

MODELS 
AVAILABLE DESCRIPTION

1451-004

Package, Lion™ 450, 40:1 
Inductor Includes:
    1450-002 Lion™ 450, 40:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

1451-005

Package, Lion™ 450, 70:1 
Inductor Includes: 
    1450-005 Lion™ 450, 70:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

1451-006

Package, Lion™ 600, 80:1 
Inductor Includes:
    1450-008 Lion™ 600, 80:1 

pump
    4450-003 Inductor, Gravity, 

Pump Lift & follower plate

4450-005 Base for Grease hoist & 
inductor

Fluids 
& Applications

DIMENSIONS INCHES (MM)

A
B

LOWERED/ 
RAISED

C D E

24”
(588 mm)

58”
(1,470 mm)

94.5” 
(2,400 mm)

35 3/4”
(910.5 mm)

24 1/3” 
(617 mm)

15”
(381 mm)

C

D
 E

A

B
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Dollies

4310-005, Dolly Base, 25 - 35 lb/5 gal

4310-001, Band Dolly, 120 lb/16 gal

4310-003, Band dolly, 120 lb/16 gal wide track

4310-004, Band dolly, 400 lb/55 gal HD

Carts

4320-011, Drum cart: 35 lb grease

4320-012, Drum cart: 120 lb/16 gal grease, 2 rear 
wheels. Front stabilizing rubber pads. 

4320-013, Drum cart: 400 lb/55 gal 

4320-014, Drum cart: 400 lb/55gal heavy duty

Ball valve 
 fully ported

3230-023, Ball valve, 3/8" 7250 psi (500 bar) 

3230-015, Ball valve, 1/2" 7250 psi (500 bar) 

3230-016, Ball valve, 3/4" 5800 psi (400 bar)

3230-017, Ball valve, 1” 5075 psi (350 bar)

Filter / Regulator

3260-036, filter/reg, auto drain 1/2”

3260-033, filter/reg, mini, auto drain 1/4”

Grease Piston Pumps 
Accessories

7120-015
PANTHER® HP 50:1

7120-016
PANTHER® HP 50:1

Designed For Drum Size 120 lb / 16 gal 400 lb / 55 gal 

Bare Pump   1150-010 1150-011

Air Hose 5’ x 3/8” 8132-005 8132-005

Fluid Hose 10’ x 3/8” 8331-010 8331-010

Follower Plate 4440-008 4440-009

Drum Cover Mount 4420-014 4420-013

Hold Down Rod 7120-025 7120-024

Mobile Grease Packages

Hold down rod kits

7120-025, Hold down rod kit, Lion™ 450/600 120 
lb for use with 4420-014 Drum cover for Lion™ 
450/600, 120 lb 

7120-024, Hold down rod kit, Lion™ 450/600 
400 lb for use with 4420-013 Drum cover Lion™ 
450/600, 400 lb 

Grease pump hoist 4450-002, Pump Lift, Air Operated for
Lion™ 450/600

Mobile drum cover

7120-020, Mobile drum cover,120 lb for Panther® 
HP 50:1- Center (Mobile drum covers require hold 
down rods, use 7120-025)

7120-023, Mobile drum cover, 400 lb for Panther® 
HP 50:1- Center hole (Mobile drum covers require 
hold down rods, use 7120-004)

7120-013, Mobile drum cover, 400 lb for Lion™ HP 
(Old Style 50:1) Center hole (Mobile drum covers 
require hold down rods, use 7120-024)

LYNX 55:1 SERIES

4320-011

4320-013

4320-014

4310-001

4310-003

4320-012
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Grease Piston Pumps 
Accessories

GREASE PUMP COMPONENTS

Drum cover
 25-35 lb

4420-010, 25-35 lb Pail LYNX 55:1

4420-008, 25-35 lb Pail Panther® HP 50:1

Holster 4420-012, Holster, grease gun holder for LYNX 
drum cover 4420-010

Drum cover 
120 lb

4420-011, 120 lb LYNX 55:1

4420-009, 120 lb Panther® HP 50:1

4420-014, Drum cover Lion™ 450/600 120 lb

Drum cover 
400 lb

4420-007, 400 lb O� -Set

4420-015, 400 lb for LYNX 55:1

4420-004, 400 lb for Panther® 50:1

4420-013, 400 lb for Lion™ 450/600

4420-003, 400 lb for Lion™ HP 50:1 
(Old Style)

Follower plate 
25-35 lb

4440-013, 25-35 lb pail for LYNX 55:1

4440-007, 25-35 lb pail for Panther® HP 50:1

Follower plate 
120 lb

4440-014, 120 lb for LYNX 55:1

4440-008, 120 lb for Panther® HP 50:1

4440-017, 120 lb for Lion™ 450/600

Follower plate 
400 lb

4440-018, 400 lb for LYNX 55:1

4440-009, 400 lb for Panther® HP 50:1

4440-012, 400 lb for Lion™ HP (Old Style 50:1)

4440-015, 400 lb for Lion™ 450/600

Cam-lock

4140-058, Male cam-lock 3” for Lion™ 450/600
for tote applications

4140-059, Female cam-lock 3” for Lion™ 450/600
for tote applications

Filter regulator (F/R) 3260-036, F/R auto drain 1/2” NPT(F)

Inlet screen mesh

4430-003, Inlet Screen, 30-Mesh
Lion™ old style 50:1
4430-004, Inlet Screen, , 30-Mesh
Panther® HP Grease Pump

Grease handles

3310-008, Pro Series Grease Handle

3310-010, Pro Series Grease Handle
with Z-swivel
3310-025, Pro Series Grease Handle
with 18” Whip Hose and Z-swivel
3310-020, Pro Series Grease Handle
with 36” Whip Hose and Z-swivel
3310-007, Pro Series Booster
Grease Handle
3310-009, Pro Series Booster
Grease Handle with Z-swivel

3310-030, Comfort Grip Grease Handle

3310-031, Comfort Grip Grease
Handle with 18” Whip Hose and Z-swivel

3310-032, Comfort Grip Grease
Handle with 36” Whip Hose and Z-swivel

Other accessories

8390-002, 18” Whip Hose HP
8390-003, 36” Whip Hose HP
8390-004, 42” Whip hose HP

Max. pressure 5,000 psi (345 bar)
Hose end 1/8” NPT(M) on both ends
Compatible fluid NLGI #2 Grease
Flexible Extension

5310-018, Z-Swivel 1/4” NPT(F) x 1/4” NPT(M)

5200-017, Quick Lock grease coupler 1/8” NPT(F)

5310-024, Grease coupler 4-Jaws

5400-003, Bearing Packer

Pump runaway
control

3241-002, Pump Runaway Control
1/4” NPT(F)

3241-001, Pump Runaway Control
1/2” NPT(F)

Connecting
hose kit

4410-035, Connecting Hose Kit w/
Grease Handle for Panther® Grease:
   8132-005 LP Hose 5’x3/8”
   8331-010 HP Hose 10’x3/4”
   3270-004 Nipple 1/4” 
   3270-003 Coupler 1/4” 
   3310-030 Grease Handle

4410-036, Connecting Hose Kit for
Panther® Grease:
   8132-005 LP Hose 5’ x 3/8”
   8331-010 HP Hose 10’ x 3/4”
   3270-004 Nipple 1/4” 
   3270-003 Coupler 1/4”

4410-030, Connecting Hose Kit for Lion™ Grease:
   8144-005 LP Hose 5’ x 1/2”
   8333-010 HP Hose 10’ x 3/4”
   3270-001 Nipple 3/8” 
   3270-002 Coupler 3/8”
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Dollies

4310-005, Dolly Base, 25 - 35 lb/5 gal

4310-001, Band Dolly, 120 lb/16 gal

4310-003, Band dolly, 120 lb/16 gal wide track

4310-004, Band dolly, 400 lb/55 gal HD

Carts

4320-011, Drum cart: 35 lb grease

4320-012, Drum cart: 120 lb/16 gal grease, 2 rear 
wheels. Front stabilizing rubber pads. 

4320-013, Drum cart: 400 lb/55 gal 

4320-014, Drum cart: 400 lb/55gal heavy duty

Ball valve 
 fully ported

3230-023, Ball valve, 3/8" 7250 psi (500 bar) 

3230-015, Ball valve, 1/2" 7250 psi (500 bar) 

3230-016, Ball valve, 3/4" 5800 psi (400 bar)

3230-017, Ball valve, 1” 5075 psi (350 bar)

Filter / Regulator

3260-036, filter/reg, auto drain 1/2”

3260-033, filter/reg, mini, auto drain 1/4”

Grease Piston Pumps 
Accessories

7120-015
PANTHER® HP 50:1

7120-016
PANTHER® HP 50:1

Designed For Drum Size 120 lb / 16 gal 400 lb / 55 gal 

Bare Pump   1150-010 1150-011

Air Hose 5’ x 3/8” 8132-005 8132-005

Fluid Hose 10’ x 3/8” 8331-010 8331-010

Follower Plate 4440-008 4440-009

Drum Cover Mount 4420-014 4420-013

Hold Down Rod 7120-025 7120-024

Mobile Grease Packages

Hold down rod kits

7120-025, Hold down rod kit, Lion™ 450/600 120 
lb for use with 4420-014 Drum cover for Lion™ 
450/600, 120 lb 

7120-024, Hold down rod kit, Lion™ 450/600 
400 lb for use with 4420-013 Drum cover Lion™ 
450/600, 400 lb 

Grease pump hoist 4450-002, Pump Lift, Air Operated for
Lion™ 450/600

Mobile drum cover

7120-020, Mobile drum cover,120 lb for Panther® 
HP 50:1- Center (Mobile drum covers require hold 
down rods, use 7120-025)

7120-023, Mobile drum cover, 400 lb for Panther® 
HP 50:1- Center hole (Mobile drum covers require 
hold down rods, use 7120-004)

7120-013, Mobile drum cover, 400 lb for Lion™ HP 
(Old Style 50:1) Center hole (Mobile drum covers 
require hold down rods, use 7120-024)

LYNX 55:1 SERIES

4320-011

4320-013

4320-014

4310-001

4310-003

4320-012
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Piston Pump Repair Kits for Grease

LYNX 55:1 SERIES
PUMP MODELS KIT NUMBER DESCRIPTION

LYNX 55:1 SERIES PUMPS, 1150-022, 1150-023, 1150-024
1150-022, 1150-023, 1150-024 833038 Air motor kit 

1150-022, 1150-023, 1150-024 833039 Packing Seal kit

1150-022, 1150-023, 1150-024 833040 Foot Valve Kit

1150-022, 1150-023, 1150-024 833041 HP Piston/cylinder & check valve 

PANTHER® HP 50:1 SERIES
PUMP MODELS KIT NUMBER DESCRIPTION

PANTHER® 50:1 SERIES PUMPS, 1150-009, 1150-010, 1150-011
Panther® HP Series Pumps - All 900019 Air motor kit - Trip Rod Assembly

Panther® HP Series Pumps - All 831614 Air motor assembly kit- Includes Piston

Panther® HP Series Pumps - All grease 831619 Air - complete Pump assembly

Panther® HP Series Pumps - All grease 900022 Fluid seal kit

1150-009 831616 Fluid - complete Pump assembly

1150-010 831617 Fluid - complete Pump assembly

1150-011 831618 Fluid - complete Pump assembly

1150-017 (stub pump) 832185 Fluid - complete Pump assembly

Lion™ 450/600
PUMP MODELS KIT NUMBER DESCRIPTION

Lion™ 450 SERIES PUMPS 3:1, 1430-001, 6:1 - 1430-002, 10:1 - 1430-003, 1430-004
Lion™ 600 SERIES PUMPS 6:1 - 1430-005, 12:1 - 1430-006

1450-002, 1450-003, 1450-004, 
1450-008, 1450-009 833409 Lower seals kit 40:1 & 80:1

1450-002, 1450-003, 1450-004, 
1450-008, 1450-009 833410 Foot Valve kit 40:1

1450-002, 1450-003, 1450-004, 1450-005, 
1450-006, 1450-007, 1450-008, 1450-009 833411 Upper Valve kit 40:1 & 70:1

1450-001, 1450-002, 1450-003, 1450-004, 
1450-005, 1450-006, 1450-007 833412 Air motor seals kit

1450-001, 1450-002, 1450-003, 1450-004, 
1450-005, 1450-006, 1450-007, 1450-008, 
1450-009, 1450-010

833413 Exhaust mu� ler kit

1450-001, 1450-002, 1450-003, 1450-004, 
1450-005, 1450-006, 1450-007, 1450-008, 
1450-009, 1450-010

833414 Spools & seals kit

1450-002, 1450-006, 1450-009 833650 Collar/follower plate kit 

1450-005, 1450-006, 1450-007 833598 Lower seals kit 70:1

1450-005, 1450-006, 1450-007 833599 Foot valve kit 70:1

1450-001 833605 Lower seals kit 25:1

1450-001 833606 Foot valve kit 25:1

1450-001 833607 Upper valve kit 25:1

1450-008, 1450-009, 1450-010 833511 Air motor seals kit Lion™  600

1450-010 833601 Lower seals kit 12:1

1450-010 833602 Foot valve kit 12:1
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