
Gorman-Rupp 2" and 3" self-priming, medium-head 
centrifugal pumps are designed for dewatering 
applications where large solids-handling capabilities 
are not required. Pumps are constructed of heavy-duty 
cast aluminum or cast iron with replaceable cast iron 
or aluminum impellers and carbon steel wear plates. 
Pumps are available with Honda gasoline or Hatz 
diesel engines. All models include a suction strainer 
and 90° discharge elbow.

GENERAL  INFORMATION

Model Ship Wt.
(Approx.) Driver Type (HP) Max. Solids Suc. x Dis. 

(NPT)
Basic 

Construction
Seal Type & 

Elastomer/Faces Tank Size Run Time Mounting

82C1-GX160 82 lbs. Honda Gasoline 1/8" (3 mm) 2" x 2"† Aluminum Viton®* Silicon/Carbide 0.95 gal. 2 hrs. Roll Cage

82C1-1B20 103 lbs. Hatz Diesel (4.7) 1/8" (3 mm) 2" x 2"† Aluminum Viton®* Silicon/Carbide 0.79 gal. 2.6 hrs. Roll Cage

82D-GX160 92 lbs. Honda Gasoline 5/8" (15 mm) 2" x 2" Aluminum Gorman-Rupp Grease 0.95 gal. 3.7 hrs. Roll Cage

82D1-GX160 92 lbs. Honda Gasoline 5/8" (15 mm) 2" x 2" Aluminum Viton®* Silicon/Carbide 0.95 gal. 3.7 hrs. Roll Cage

82D2-GX160 103 lbs. Honda Gasoline 5/8" (15 mm) 2" x 2" Cast Iron Gorman-Rupp Grease 0.95 gal. 3.7 hrs. Roll Cage

82D52-GX160 103 lbs. Honda Gasoline 5/8" (15 mm) 2" x 2" Cast Iron Viton®* Silicon/Carbide 0.95 gal. 3.7 hrs. Roll Cage

82E-GX270 130 lbs. Honda Gasoline 3/4" (19 mm) 2" x 2" Aluminum Gorman-Rupp Grease 1.6 gal. 2.7 hrs. Roll Cage

82E2-GX270 160 lbs. Honda Gasoline 3/4" (19 mm) 2" x 2" Cast Iron Gorman-Rupp Grease 1.6 gal. 2.7 hrs. Roll Cage

83A2-GX270 201 lbs. Honda Gasoline 3/4" (19 mm) 3" x 3" Cast Iron Gorman-Rupp Grease 1.6 gal. 2.7 hrs. Roll Cage

83B52-GX390 297 lbs. Honda Gasoline 13/16" (20 mm) 3" x 3" Cast Iron Viton®* Silicon/Carbide 1.7 gal. 1.8 hrs. Roll Cage

†BSP flange kits available. *Viton® is a registered trademark of DuPont.

Features
n	 �Cast iron or cast aluminum construction
n	 Viton® silicon/carbide mechanical or 
	 Gorman-Rupp double-lubricated grease seals
n	 2" or 3" NPT port sizes
n	 Self-priming up to 25 ft. (7,6 m) lift with 
	 built-in flap valve
n	 Maximum operating pressure to 
	 131 psi (9,1 bar)
n	 Engine options: Honda gasoline or 
	 Hatz diesel engine

n	 Heavy-duty steel roll cage
n	 Solids-handling to 13/16" (20 mm)
n	 Wheel kit available upon request
n	 Maximum temperature to 160˚ F (71˚ C) 
	 (to 110˚ F [43˚ C] for grease seal)
n	 Replaceable cast iron or aluminum impeller 
n	 Steel wearplate (except on models	 
	 82C1-GX160 and 82C1-1B20) 
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Model: 82E-GX270 

WARNING!
Do not use in explosive atmosphere or 
for pumping volatile flammable liquids.

Minimal solids-handling, medium-head, engine-driven, 
self-priming centrifugal pumps
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Minimal solids-handling, medium-head, 
engine-driven, self-priming centrifugal pumps
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INCHES PUMP di mensional  DATA(MILLIMETERS)

Model A B C D E Suction* Discharge*

82C1-GX160
15.10 18.75 18.00 7.40 24.00

2.00 2.00
(383,54) (476,00) (457,00) (188,00) (610,00)

82C1-1B20
15.60 18.75 18.00 7.90 24.00

2.00 2.00
(396,24) (476,00) (457,00) (200,66) (610,00)

82D-GX160
14.25 18.00 18.12 6.38 22.00

2.00 2.00
(361,95) (457,20) (460,25) (162,05) (558,80)

82D1-GX160
14.25 18.00 18.12 6.38 22.00

2.00 2.00
(361,95) (457,20) (460,25) (162,05) (558,80)

82D2-GX160
14.25 18.00 18.12 6.38 22.00

2.00 2.00
(361,95) (457,20) (460,25) (162,05) (558,80)

82D52-GX160
14.25 18.00 18.12 6.38 22.00

2.00 2.00
(361,95) (457,20) (460,25) (162,05) (558,80)

82E-GX270
16.38 20.00 18.90 7.12 28.00

2.00 2.00
(416,05) (508,00) (480,06) (180,85) (711,20)

82E2-GX270
16.38 20.00 18.90 7.12 28.00

2.00 2.00
(416,05) (508,00) (480,06) (180,85) (711,20)

83A2-GX270
17.78 20.00 21.16 7.37 28.00

3.00 3.00
(451,61) (508,00) (537,46) (187,20) (711,20)

83B52-GX390
20.08 22.50 24.54 9.11 36.50

3.00 3.00
(510,03) (571,50) (623,32) (231,39) (927,10)

*Standard NPT Pipe Threads
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U.S. GALLONS PER MINUTE (LITERS PER SECOND)
*To convert to PSI divide by 2.31Curves are based on a specific gravity of 1.0
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©2011-2013 The Gorman-Rupp Company. The Gorman-Rupp Company reserves the right to discontinue any model or 
change specifications at any time without incurring any obligation.
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