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Models V350120DC & V450120DC
120# Stationary Package

50:1 Ratio
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Note: 
Follower must be rubbed into the 
lubricant to ensure a seal on the 
bottom surface of the follower.
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Models V350120DC & V450120DC
120# Stationary Package
50:1 Ratio

Specifications:

Pump Ratio:    50:1
Pump Max. Working Pressure:  5000 PSI [345 bar] (limited by hose working pressure)
Max. Air Pressure:   100 PSI [6.9 bar]
Air Inlet:    3/8 NPT Male (3/8” x 60” air hose)
Air Inlet (pump):    3/8 NPT Female
Lube Outlet:    ¼ NPT Male (1/4” Hose)
Lube Outlet (pump):   ¼ NPT Female
Lube outlet hose:   1/4” ID x 60” SAE 100R2 high pressure hose
     5000 PSI [345 bar] Working Pressure
Drum Size:    120# Standard open refinery container

ITEM NO. DESCRIPTION PART NO.
QUANTITY REFER TO

MODEL MODEL SEPERATE
V350120DC V450120DC INSTRUCTIONS

1
50:1 PMV Grease Pump Assy, 3" V350120000 1 NA SEC A6 PG 68
50:1 PMV Grease Pump Assy, 4.25" V450120000 NA 1 SEC A6 PG 69

Drum Cover Kit (Includes Items 2 thru 15) K000120DC 1 1

2 Air Nipple, 3/8 NPT Male 5875 1 1

3 Air Coupler, 3/8 NPT Female 5874 1 1

4 3/8 X 60" Air Hose Assy 273299 1 1

5 Elbow Union 80202 1 1

6 Coupler Body 10602 1 1

7 Coupler Stud 10601 1 1

8 Coupler Nut 10603 1 1
9 Hose Connector 10198 2 2

10 1/4 X 60" High Pressure Hose 73060 1 1

11 Drum Cover Assembly 85827 1 1

12 Screw, 5/16-18 x 1-1/4 50415 3 3

13 Drum Cover 1 1

14 Screw, SEMS 1/4-20 x 9/16 50060 4 4
15 Follower Assy, 120 lb. 84780 1 1 SEC K5 PG 6

NA - Not Applicable to Model
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