
12

NOZZLEMETERSPUMPSDISPENSERS FILTRATIONFUEL KITS

FEATURESFEATURES
• STURDY STRUCTURE
• BUILT-IN LAN ADAPTER
• COMPACT DESIGN
• SSM 2.0 SOFTWARE REQUIRED
• IP55 PROTECTION RATING
• IDEAL FOR FUEL MANAGEMENT

The PIUSI CUBE MC 2.0 is the perfect solution for those who need safe and 
simple, high-volume fuel dispensing operations while checking transactions and 
managing their own fleet. The system is equipped with the same main features of 
the CUBE MC System, and includes a built-in LAN connection. 
SSM 2.0 Software required (pg. 104).

CUBE MC 2.0

PERFORMANCE

PACKAGING

PART #
WEIGHT PACKAGING N. BOXES / EUROPALLET

KG LBS MM INCH PCS/BOX

F00596200 25 55 381X381X482 15X15X19 1 12 24

CUBE MC 2.0 WITH PEDESTAL (optional)CUBE MC 2.0

AC
CONTINUOUS DUTY

POWER

UP TO

18 GPM
FLOW RATE

± 0.5%
ACCURACY

DISPENSERS
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FLUID
MONITORING

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILDEF KEROSENE WINDSCREENAIR WATER

• CUBE DISPENSER
• AUTOMATIC NOZZLE
• DELIVERY HOSE
• INSTRUCTION MANUAL

SSM   

SSM 2.0 SOFTWARE (pg. 108)

IN THE BOX

DETAILS

COMPONENTS

CUBE MC 2.0
CUBE

TECHNICAL DATA

PART # DESCRIPTION FLUIDS 
TYPE

FLOW RATE VOLTAGE PUMP  METER NOZZLE FILTER INLET
SELF SERVICE 

MANAGEMENT 2.0L/MIN GPM AC V./HZ
DC VOLT

POWER
WATT

AMP. 
MAX. TYPE TYPE TYPE H20 

FILTER NPT

F00596200 CUBE 70 MC 2.0 - 120V 15GPM - 
LAN-READY 70 18 120/60 550 5.5 PANTH 72 K600 A60 OPT. 1” REQUIREDD

SHUTTER

• PUMPS: 
 PANTHER 72
• METER: 
 K600/3     PG. 68
• NOZZLE: 
 A60 AUTOMATIC NOZZLE    PG. 86

SSM   

DATA TRANSFER SSM2.0 (pg. 110)

USER & VEHICLE KEY (not included)

CHART

TYPE OF FLUID DIESEL

TEMPERATURE48-68-42 °F

(G
PM

)

26

21

16

10.5

5

DIMENSIONS

13
68

413 500

336 281

34
1

345 314

Dimensions expressed in inches
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14.5 43.529

(PSI)


