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FEATURESFEATURES
• CERTIFIED ETL 1238
• FLEET MANAGEMENT
• SUITABLE FOR ANY PUMP
• PULSE METER INPUT
• WI-FI UPGRADE AVAILABLE
• SSM 2.0 SOFTWARE REQUIRED

The PIUSI MC BOX 2.0 is the evolution of the MC BOX system thanks to the 
integration with the 2.0 features: fuel and DEF consumption monitoring and 
reporting, fleet management, vehicles and users control. It is suitable to manage 
and control an existing pump, pulse meter and nozzle.

MC BOX 2.0

PERFORMANCE

PACKAGING

PART #
WEIGHT PACKAGING

KG LBS MM INCH PCS/BOX

F0059705A 9 19.4 480X370X265 18.9X14.6X10.4 1

MC BOX 2.0

UP TO

1000
USERS & VEHICLES
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FLUID
MONITORING

FLUID
MONITORING

• MC BOX UNIT
• LAN ADAPTER
• INSTRUCTION MANUAL

CONNECTION SCHEME

DIMENSIONS

IN THE BOX

DETAILS

MC BOX 2.0
MC BOX

TECHNICAL DATA

PART # DESCRIPTION FLUIDS TYPE
VOLTAGE

SELF SERVICE
MANAGEMENT 2.0AC V./HZ POWER

WATT
AMP. MAX.
(load motor)

F0059705A MCBOX 2.0 LAN 90-230V 50-60HZ - ETL/CETL 120/60 35 6.5 REQUIREDOD

Dimensions expressed in inches

USER & VEHICLE KEY

EASY ACCESS TO CONNECTION DISPLAY COVER

SSM

SSM 2.0 SOFTWARE (PG.108)

10 6

7

10

* COMPLETE 2.0 MANAGEMENT SYSTEM REQUIRES: MC BOX 2.0, SELF SERVICE 2.0 SOFTWARE (ENTRY, ADVANCED, OR ENTERPRISE). 
SELF SERVICE 2.0 CLIENT LICENSE ALLOWS SOFTWARE USE FOR MULTIPLE WORKSTATIONS. ONE SOFTWARE REQUIRED PER SITE.
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